
Overlay scarified pavement with AP40
basecourse to achieve design crossfall
and gradients.

3.0% (Typical) 3.0%(Typical)

Traffic Lane

Existing pavement 
construction varies.Undercut
and replace existing pavement
where directed by the engineer

3200 3200

6400
Carrigeway

500

50005000

10000
Road Corridor

Traffic Lane

1300
Shoulder

Private Property
(Lagoon Side)

Private Property
(Inland Side)

Existing Ground Level

New surfacing 30mm
mix 10 AC on grade 4
first coat

Existing surface to be
scarified and removed

110mm perforated Subsoil drain
with filter sock in approved drainage
material  where indicated on the
drawings connected to catch pit or
SW outlet as detailed.

Existing ground level 

Construct Pavement
Widening by excavating. Existing
shoulder 400mm depth or matching
existing pavement whichever is greater.
Grade subgrade to subsoil. Supply
place and compact basecourse

Construct 600mm
wide concrete dish
channel refer to detail

Private Parking -
Existing pavement to
be graded to provide
fall to 600mm wide

dish channel.

3.0% (Typical)

600

1800

1500
Existing subgrade 5% CBR ,Confirm on
site.
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Advise Public and local residence
of construction works.

1.

Install and maintain traffic
management.

2.

Service location/ protection works.3.

Complete utility service in
conjunction with utility providers.

4.

Construct SW water drainage
infrastructure.

5.

Scarify existing pavement.6.

Undercut existing failed pavement
infrastructure.

7.

Evacuate existing road shoulders
for pavement widening.

8.

Supply and compact AP40
basecourse to pavement widening
and overlay zone.

9.

Construct surfacing.10.

Installation of pavement marking
RRPM5 and signage.

11.

Topsoil & grass including removal
of construction material from site.

12.

METHODOLOGY
PROPOSED CONSTRUCTION 

NOTE:

Pavement Subgrade CBR to be
=5% contractor to confirm on
site with scalar Pentrometer
testing.

1.

Basecourse to comply with
specification requirements tility
services.

2.

Not shown for clarity.3.
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