PROPOSED CONSTRUCTION

METHODOLOGY
_ . 1. Advise Public and local residence

. Private Property 10000 _ Private Property of construction works.
l (Lagoon Side) | Road Corridor | (Inland Side) | 2. Install and maintain approved traffic
| |. 5000 , 5000 ] | management.

| | ! . . .

- 500 7700 _ 1800 ; . 3. Service location/ protection works.
| utility poles - Sealed Carriageway | Footpath | utility poles | 4. Complete utility services in
| ?:;elsl g?gwgere . | | . | . | . street lighting | 5 Zonjutnctlfg \rlnth l:tlll';y plrowders.
. detailed on the _ : _ : - ?ns’[ruct water drainage
| drawings) | [ 1300 . 3200 3900 in ra.s ruc .urf}.

_ . Shoulder ! Through Lane ' Through Lane 6. Scarify existing pavement.

7. Undercut existing failed pavements.

l | | existing footpath

- I construct pavement widening by : width varies - i | 8. Evacuate existing road shoulders
fl?' | excovo’nnp existing shoulder/berm 300mm | Qﬁ for pavement widening.
. depth or matching existing pavement . construct T00mm concrete N :
| whichevey is greater. Grade subgrade | footpath on 50mm compacted 9. Supply and compact AP40
3% away from pavement depth AP40 base course as basecourse to pavement widening

detailed

l existing surfacing to be | new surfacing fwo coat
. hi |
| | scarified and removed | grade 3/5 chipsea

and overlay zone.
10. Construct surfacing.

11. Installation of pavement marking

construct new kerb & channel RRPMS and signage.

| _3.0% Typical | 3.0% Typical_

12. Topsoil & grass including removal
ok | %//// ////// . //M/ //////// TP 7z of construction material from site.
A S S N I \,\\\\\\\\\\\\\\/<\\\\\\\\\ N \-\-\-\-éy\/-\,-\\- -(4\,,,,,,,, 4,/,\\\ %\'
pavement Lvidening minimum | s | | NOTE:
AP40 basecourse pavement : ' : ' '
depth 300mm or match | L | I I H | | 1. Pavement Subgrade CBR to be
existing . >5% contractor to confirm on
| 1500 - berade 5% CBR site with scalar Pentrometer
| igfwflr;r% S(;Jn gg € 0% LB L overlay scarified pavement with AP40 testing.
basecourse to achieve design crossfall .
and gradients 2. Basecourse to comply with
o rated underch | specification requirements Utility
mm perforated underchannel - . . i
drain in prroved drainage material consfruct pavement widening by L existing pavement construction varies. Services.
to both sides of roadway where excavating existing shoulder/berm 300mm Undercut and replace existing pavement 3. Not shown for clarity.
i depth or matching existing pavement where directed by the Engineer

indicated, connect to catchpit or — " :
250mm compacted depth whichever is greater. Grade subgrade

SW/outlet 3% away from pavement

TYPICAL SECTION - 10m ROAD RESERVE (EXISTING FOOT PATH)
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